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43 DEPARTMENT OF NATURAL RESOURCES NR 6.08

Chapter NR 6
SNOWMOBILE STANDARDS CERTIFICATION AND SNOWMOBILE RAIL CROSSINGS

Subchapterl — Snowmobile Standards Certification NR 6.12 Transfer of trail use sticker

NR 6.01 Purpose. . . .

NR 6.02 Applicability. Subchapter Il — Snowmobile Rail Crossings

NR 6.03 Definitions. NR 6.40 Purpose.

NR 6.05 Department approval. NR 6.41 Definitions.

NR 6.06 Modification. NR 6.42 Maintenance standards for established snowmobile rail crossing.
NR 6.07 Inspection. NR 6.43 New snowmobile rail crossing standards.

NR 6.08 Testing criteria. NR 6.44 Maintenance standards for new rail crossings.

NR 6.09 Races and derbies. NR 6.45 Liability insurance for new and established rail crossings.

NR 6.11 Display of trail use sticker NR 6.46 Variances.

Note: Chapter NR 6 as it existed on February 28, 1977, was repealed and a tion: Snowmobile Safety Section) listing the following informa
Chapter NR 6 was createdeftive March 1, 1977. tion on each model of showmobile:

Subchapter| — Snowmobile Standards Certification 1. The descriptiorand model number of the snowmobile to
be approved;

NR 6.01 Purpose. The purpose of this subchapter is to 2. A copy of the test results required by s. NR 6.08 done by
establishprocedures for certification of snowmobile equipmeran independent testing laboratory currentiypgaged in the
standardgpursuant to s. 350.09, Statand establishes require examinationtesting and evaluation of noise control devices and
mentsfor snowmobile races and derbies. which maintains or employs adequate &tafd facilities to per

History: Cr. Register February 1977, No. 254, &f 3-1-77; am. Register form such function;

November 1989, No. 407, éf12-1-89; am. RegisteMay, 1995, No. 473, &f 3. A certificate certifying that the snowmobile has been tested

in accordance with s. NR.O8 and meets the requirements of s.
NR 6.02 Applicability. The provisions of this subchapter350.09,Stats.
areapplicable to all snowmobiles which are manufactured, sold (2) The certification and test reporting proceddcdiowed

or offered for sale within the state ofi¥onsin. _ shallbe approved by the department, provided that:
19'3153’?{3'_' 4‘;;,1?3'_3{%5’;‘?”“”’1977' No. 254, €3-1-77; am. RegisteMay, (@) The snowmobilehas a S.S.C.C. label conspicuously

attachedshowing that said snowmobile meets the requirements

NR 6.03 Definitions. In this subchapter and in ch. 3500f s. 350.09, Stats., and has been tested in accordance with-the pro
Stats. these definitions shall apply visionsof s. NR 6.08, or

(1) “Department’'means the department of natuedources. (b) Certification has been obtained from an independent test

(2) “Headlamp”has the meaningesignated in s. 340.01 (21),ing laboratory as defined in sub. (1) (b) @nd said certification
Stats. andtest report states that the equipment has been tested in-accord

(3) “Raceway facility” means an area, including a marked@ncewith the provisions of s. NB.08. The certification shall be
warmupand testing area, specifically designated by a sponsor f§companiedy a full and complete test report setting forth the
the purpose of conducting a sanctioned race or derby for whighecificationsand the general conditions under whiicé test was
any required local permits have been obtained. conducted. . o

(4) “Sanctionedrace or derby” means a competitive snowmo_ (3) Upon receipt of a copy of an acceptable certification under
bile évent sponsored by local Unit of government, chamber ofsub.(2) (b), the department shall by letter notify the applicant that

commercesnowmobile club, promoter or similargamization. (€ Snowmobile has been approved and that it may legally be
(5) “Snowmobile” has the meaning designated ir840.01 manufacturedimported, ofered for sale and sold in the state of

Wisconsin.
(58a)’§tats' Y 3 . L. History: Cr. RegisterFebruary1977, No. 254, &éf3-1-77.
(6) “Soundlevel” (noise) meantotal noise emission from the

entires”noyvmobilf’e. _ _ , NR 6.06 Modification. No manufacturer shall modify a
(7) “Tail lamp” has the meaning designatecir840.01 (66), snowmobileon which approval has been issued so as to change
Stats. its conformance with the requirements of s. 350.09, Stats., without

belzst??), (é;f-5?%3‘%;5%%%};}%2#3-(ff‘l‘ie%fis eéolgmfé‘r‘i’géé,lﬁé’_ (537‘0 resubmissionof the modified snowmobile for approval in the
eff. 12-1-89; am. (intro.) Registévlay, 1995, No. 473, &f6-1-95. samemanner as reqUIred for the orlglnal snowmobile.
History: Cr. RegisterFebruary1977, No. 254, &f3-1-77.
NR 6.05 Department approval. (1) No snowmobile
manufacturedfter January 1, 1977 may be solofiered for sale NR 6.07 Inspection. The department mayn order to
by any manufacturedistributoror dealer in the state ofi¥¢on- insurecompliance with theequirements contained in s. 350.09,
sin unless such snowmobile is constructed so as to meet 8tats.,and s. NR6.08 inspect during normal business hours any
requirementf s. 350.09, Stats. Proof of compliance with thenowmobile manufacturing plants and any snowmobile being
foregoingrequirements shall be in the form of either: offeredfor sale in the state of €onsin by commercialealers.
(@) A SnowmobileSafety and Certification Committee, Inc. History: Cr. RegisterFebruary1977, No. 254, &f3-1-77.
certified label conspicuously attached to the snowmobile, show
ing that such snowmobile meets the requiremefts. 350.09, NR 6.08 Testing criteria. Testing criteriaare as follows:
Stats. or (1) Sounp LEVEL LIMIT. (a) The total vehicle noise produced
(b) A letter from the applicarto the Wsconsin Department of by every snowmobile manufactured after July 1, 1972 diedenf
NaturalResources, Box 7921, Madisonisdbnsin 53707atterr  for sale or sold in the state ofi$&onsin shall not exceed &B
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NR 6.08 WISCONSINADMINISTRATIVE CODE 44

on an A weighted network at 50 feet when measured in accord NR 6.11 Display of trail use sticker . No person may
ancewith the procedures required herein. operateand no owner may permit operation of a snowmobile

(b) The total vehiclenoise produced by every snowmobilevhichis subject to the snowmobile trail sticker requirement of s.
manufacturedhfter July 1, 1975 anaffered for sale or sold in the 350.12(3), Stats., unless a snowmobile trail sticker is permanently
stateof Wisconsin shalhot exceed 78 dB on an A weighted-netaffixed by its own adhesive to the bottom center portion of the

work at50 feet when measured in accordance with the procedu$g§wmobilewindshield. If there is no windshield, the sticker
requiredherein. shallbedisplayed in a highly visible location on the front of the

. . . wling of the snowmaobile.
(c) The sound level requirements and testing criteria of tﬁg—ﬁstory: Cr. Register December1999, No. 528, 61-1-00.

Society of Automotive Engineers éthnical Report J192a, as
amendedl975, shall be adhered to in certifying compliance with NR 6.12 Transfer of trail use sticker . Once dixed a

snowmobilesound level requirements. trail use sticker may not bemoved or transferred to another
(2) HeabLAMP REQUIREMENTS. After February 12, 1970 the spnowmobile.

headlamp(spn a snowmobile may be of the single beam or multi—History: Cr. RegisterDecember1999, No. 528, &f1-1-00.
beamtype; in either case, the headlamp requirements and testing

criteria of the Society of Automotive EngineerschnicalReport Subchapter |l — Snowmobile Rail Crossings
J280,as amended 1973, shall be adhered to. P 9
(3) TAIL LAMP REQUIREMENTS. After February 12, 1970 thail NR 6.40 Purpose. The purpose of this subchapter is to

lamp(s)on a snowmobileshall adhere to the tail lamp require estaplishmaintenance, design armbnstruction standards for
mentsand testing criteria of the Society of Automotive Engineegowmobilerailroad crossings.

TechnicalReport J279, as amended 1972. History: Cr. RegisterMay, 1995, No. 473, &6-1-95.

(4) Copies ancamendments of the 1975 Society of Autemo
tive Engineers @chnical Report J192a, entitled “Exterior Sound NR 6.41 Definitions. In this subchapter these definitions
Levelsfor Snowmobiles”1973 Society of Automotive Engineersshall apply:
TechnicalReport J280, entitled*Snowmobile Headlampafid (1) “Establishedsnowmobilerail crossing” has the meaning
1972 Society of Automotive Engineersdhnical Report J279, givenin s. 350.139 (1) (a), Stats.
entitled“Snowmobile il Lamps”, are available for inspection (2) “Rail authority” has the meaning given in s. 350.{8B
thefollowing offices: (b), Stats. ’ '

(a) The Department of Natural Resources, 101 &htér St., (3) “Snowmobileorganization” has the meaning given in s.

Madison, Wisconsin. _ 350.138(1) (f), Stats.
_(b) The Ofice of the Secretary of State, 30 Miifflin St., Mad (4) “The portion of the snowmobile rail crossing for which the
|son,V\ﬁsconS|n_, ~rail authority has responsibility” means the area on the track and
(c) The Revisor of Statutes Bureau, 131Wilson St.Madi-  thatportion of the crossing that extends outward 4 feet from each
son,Wisconsin. Copies maglso be obtained from the Society ofouterrail.
Automotive Engineers, Inc., 400 Commonwealth Driveaén- (5) “The portion of the snowmobile rail crossing for which the
dale,Pennsylvania 15096. snowmobileorganization hasesponsibility” means the area of
(5) Copiesof theSnowmobile Safety and Certification Com the crossing that is outside of the portion of the crossing that
mittee, Inc. minimum safety standards for snowmobile produeixtendsoutward 4 feet from each outer rail.
manufactureentitled “Safety Standards for Snowmobile Product Note: The following illustrationgraphically describes the areas defined in subs.
Certification” October 15, 1974, are available for inspectiothén (4) and (5).
following offices: Portion of crossing
(@) The Department of Natural Resources, 101 &3ateér St., rail authority has
Madison,Wisconsin; o
responsibility for

(b) The Ofice of the Secretary of State, 30 Milfflin St., Mad

ison, Wisconsin; A
(c) The Revisor of Statutes Bureau, 131\Wilson St., Madi ' _ :*H*.: ' _
son, Wisconsin. Copies may also be obtained from the SnewmPortion of crossing 4} 4" Portion of crossing
bile Safetyand Certification Committee, Inc., Suite 850 Souttsnowmobile organization Rails ~ snowmobile organization
1800M Street, NWWashington, D. C. 20036. has responsibility for has responsibility for

(6) RerusaLTOALLOW TESTING. No operator oowner of any [ [

snowmobilemay deny inspection of the equipment or operatin /‘\)&/\\H HV'\A/\
systemof a snowmobile or may refuse to operate his or her-sno 14! 4'

mobilein a manner prescribed by the law enforcemdigesfwho |

reasonably suspects a violation of snowmobile equipmer

requirementgound in either ch. 350, Stats., or this subchapter

History: Cr. RegisterFebruary1977, No. 254, &3-1-77; corrections in (4) and
(5) made under s. 13.93 (2m) @) Stats., Registedanuary1989, No. 397; c(6),
RegisterDecember1999, No. 528, &€f1-1-00; correction in (4) (c) and (5) (c) made ————————————
unders. 13.93 (2m) (b) 6., Stats., Registeecember1999, No. 528.

\
\
. . Approach
NR 6.09 Races and derbies. The sponsor conducting a PP ;
sanctionedace or derby when athe frozen surfaces of public
watersshall:

|
|
(1) Make provisions to keep spectators from within 100 fee I | ™ Railroad Tracks
\ !
|

of a race or derby

(2) Give prior notice of the race or derby to the local conserv..
tion warden or law enforcement agency having jurisdiction. History: Cr. RegisterMay, 1995, No. 473, &f6-1-95 CR 02-044: cr (4) and
History: Cr. RegisterNovember1989, No. 407, &f12-1-89. (5) Register November 2002 No. 563, eff. 12-1-02

‘ 1 PIN2
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45 DEPARTMENT OF NATURAL RESOURCES NR 6.43

NR 6.42 Maintenance standards for established sightdistance along the tracks in both directions, free of obstruc
snowmobile rail crossing. A snowmobile aganization shall tions,to determine whether a train is approaching. The position
assista rail authority in maintaining an establistetbwmobile from which the sight distance is measured is 15 feet outward from
rail crossing in the following manner: thenearest rail. The sight distancesfegh in Table 1 for the cer

(1) The snowmobile aganization shall maintain adequatgespondingmaximum allowable train speeds shall be available in
drainagealong the snowmobile trail approaching the rail crossirigpth directions from this positionowmobile rail crossings may
andalong the portion of thenowmobile rail crossing for which not be sited at locations where sight distances are less than speci
the snowmobile gganization has responsibiliyoth in thesnow  fied in Table 1.
mobile and non-snowmobile season, to previet pooling of
wateror saturation of the track subgrade. Table 1

(2) Thesnowmobile ayanization shall be responsible for-fur Maximum Allow-
nishing,installing and maintaining in a legible condition all signsable Tain Speed 19| 29| 39| 49 59 69
atthe crossing including crossbucks, crossing placards and snognph)
mobile STOP signs, and all signs prior to the crossimduding  Histance Along
anadvance railroad crossing caution sign. The snowmolgi or Rairoad from 240| 480| 720! 960! 1200/ 1440
nization shall comply with the sign specifications and pOStingCrossing (feet)

requirementslescribed in s. NR 6.43 (3). — - —
(3) During the winter season, no snow may be compacted b (3) Siens. (a) Responsibility. The snowmobile ganization

snowmobiletrail grooming machinery on the portiofithe snow sxall!oe responsible for fumishing, installiagd maintaining in
mobile rail crossing for whictthe rail authority has responsibility 2 /€9ile condition all signs identified in this section.
Any snow deposited on this portion of the rail crossing by the (b) Signsat thecrossing. A railroad crossing sign, commonly
groomingmachinery shall be removed manudllythe operator identifiedas a crossbuck, shall be useattify the snowmobile
of the trail grooming machinery after the machinery is clethief operatorof the railroad crossing. The crossbuck shall be 2 panels
areaof the crossing. 24" long by 4.8 wide mounted perpendicular to each other at the
(4) A snowmobile aganization may not perform any mainte Midpointof each with the legend RAILROAD and CROSSING,
nancework on the portion of the snowmobile rail crossing fofespectively. The sigrcolor shall consist of white reflective back
which the rail authority hasesponsibility with the exception of groundwith black lettering. The size of the lettering shall Be 2
the snow removal work required under s(®). The rail authority The sign shall be doubled sided and constructed with commer
shall maintain the portion of the snowmobile rail crossing fogially manufactured reflective sheeting appliedoaluminum or
which the rail authority has responsibilitiffhe snowmobilemya-  treatedwoodbacking. Where physically possible, the crossbuck
nizationshall maintain the portion of the snowmobile rail crossingignshall be located on the right hand side of the trail. Where cir

for which the snowmobile ganization has responsibility cumstanceslo not allow the posting of the crossbuck on the right
History: Cr. RegisterMay, 1995, No. 473¢ff. 6-1-95,CR 02-044: rand recr. handside ofboth approaches, the crossbucks may be posted on the
RegisterNovember 2002 No. 563, eff. 12-1-02 left. The crossbuck shall be erected 10 degivardfrom the near

) _ ) estrail and no further from the trail edge than 6 feBhe panels

NR 6.43 New snowmobile rail crossing  standards.  of the crossbuck shall be mounted so that the panels cross approxi
(1) CoNsTRUCTION RESPONSIBILITY. All permitted snowmobile  mately7 feet abovévare ground on a preservative treatéo 8"
rail crossings shall be constructed in the following manner:  postwith the 8  side parallel to the tracks. The post shall have

(a) The rail authority or its contractor shatinstruct the per a2’ reflective white panel on both sides extending frénb&ow
tion of the snowmobile rail crossing for whithe rail authority the intersection of therossbuck blades to’ Gbove the antiei
hasresponsibility patedlevel of snow A minimum of one crossbuck shall be used

(b) All other construction athe snowmobile rail crossing shallon each approach to the crossing. An additional crossbuck may
be performed by the snowmobilegamization or its contractor be posted on the left hand side of the trail at a distance f&fet0

(2) DESIGN AND CONSTRUCTIONSTANDARDS. (@) Horizontal outwardfrom the nearest rail. If the number of pairs of tracks is

alignment. The intersection between the snowmobile trail and tifePr more, the numbeaf pairs of tracks shall be indicated with 2
railroadtrack shall be as close to 90° as possible, but malyenot2uxiliary placards. The first placard shall bé'4 by 4" square
lessthan a 70 angle on either side of the track. The angnmemlacardplaced beneath the crossbuck with the legend indicating
within 30 feet of the outside rail on either side shall be a straighe number of tracks. The second placard shall be"1t3y 42"

line. rectangulamplacard placed beneath the square placard with the

(b) Vertical alignment. The surface, without snowef the legendTRACKS. Both placards shall have ‘atdack numbepr

snowmobiletrail approaching the crossing for a distance of 26 fel§{terson a reflective white background STOP sign that com

from 4 feet outside the nearest rail mayb@higher than one foot Plies with s. NR 50.09 (4) (c) 3. b. shall be posted beneath the

lower thanthe top of the nearest rail or 1.5 foot lower than the tdjsoSsbuclat a level approximately 4Zbovethe anticipated level

of the nearest rail. of the snow An additional SDP sign may be posted on the left
() Drainage. Where the grade dhe snowmobile trail hand side of the trail. Please refer to the following illustrations.

approacltdescends toward tleeossing, provisions shall be made

to intercept surface and subsurface drainage and digctdater

ally. Routing of drainage may require ditches, culverts, french
drains, piping, geotextile fabrics or combinations of these

. 900
improvements. ,? /
(d) Train speed. Public snowmobile trail crossings may not be 040

sited across rail lines where the maximum allowable speeds
throughthe section of track exceed 69 miles per hour

(e) Yght distances. The snowmobile rail crossing shall be Crossbuck
locatedso that when stopped on the crossing approacheat 24" x 4.5"
crossbuckand posted SIP sign, the snowmobile operator has a :
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NR 6.43 WISCONSINADMINISTRATIVE CODE 46
n (4) SCHEDULING AND SUPERVISION OF APPROACH CONSTRUG
TION. The snowmobile @anization shall schedule the snowmo
TRACKS bile rail crossing approaatonstruction with the appropriate rail
road authority and Diggers Hotline (800-242-8%1 All work
Auxillary Panels performedby the snowmobile ganization within 25 feet dhe
45" x 4.5" track shall be undethe direct physical supervision of the rail
- . authorityor with explicit written permission from the rail author
13.5" x 4.5" ity to perform the work without direct physical supervision. The

snowmobileorganization$ workersshall comply with the safety
requirementsestablished by federal and state law and the rail
authority. The rail authorityshall provide the snowmobilega-
nizationwith a written copy of the rail authorig/safetyrequire
mentsapplicable to outside contractamio perform work on the
& rail authoritys property

(5) APPROACH INSTALLATION AND COMPONENTS. (@) The
approachesf thesnowmobile rail crossing may be all aggregate
or a combination of aggregate and asphalt. The height of the
approachinstalled by the snowmobile ganization shall match
the height of the crossing established by the rail auth@ityshed
aggregateshall be thoroughly compacted with a roller vibrator
Whereasphalt is used in combination with a crushed aggregate
basethe asphalt shall be a minimutickness of 3, installed in
2 equal layers. Asphalt material used for an approach shall con
form to Section 407, W§consin Department ofransportation
(DOT) Standard Specifications for Highway and Structure-Con
struction,1996, incorporated by reference herein. Crusigeple
7' gateshall be grade 2 or 3 in accordance with Section 304 of the
samepublication.

Note: Copies of the DOT Standard Specifications for Highway and Structure Con
struction,1996, are available for inspection in théagfs of the Department of Natu
ral Resources, Secretary of State and the Revisor of Statlieslison. Copies may
alsobe purchased from the Department adrfEportation, ®. Box 7910, Madison,
WI 53707-7915.

(b) A snowmobile aganization shall properly dispose of all
unusedmaterials from the construction of the portafrthe cross
ing for which it is responsible.

42" (c) A snowmobile agganization may contract out the construc
tion of the portion of the crossing for which it is responsible.

(6) CLOSURE OF CROSSING FOR NON-SNOWMOBILE USE. The
snowmobileorganization shall be responsible for erecting a gate
or barrier on both sides of the crossing and secuhiaggate or
barrierto prevent the use of the crossing by other vehicles when
not actively used for snowmobiling. The gate or barrier shall span
the entire width of the crossing. The gate or barrier shaidgreed

2" Reflectorized

Snow Surface

ANNNNANANANNANNRERNRNNNNANY

/_\V with the standard barrier markers as specified under s. NR 50.09
(4) (c) 3. b. The placement of the gate or barrier shall be at the same
Ground Surface locationasthe existing right-of-way fence or if no fence exists,

the right-of-way line.

(c) Sgnsprior to the crossing. Prior to the snowmobile rail (7) RAIL CROSSINGCONSTRUCTIONPERMIT. (a) No persomay

crossing,the snowmobile trail shall be signed with asvance ; ; . . .
cautionrailroad crossingign. This sign shall be a circular sigr€oNStructa snowmobile rail crossing that is not located on a rail
of minimum 12 diameter Sign color shall be a reflective yellow "0@dcrossingof a highway or street unless the person is a snow
backgroundwith black letter and legend. The letters shall be 4mnobileorganization andhas a permit issued under this subchapter
uppercase and the black legend shall bérwidth. Please refer ~ (b) A separate permit ieequired for each snowmobile rail
to the following illustration. The advance caution railroad cros§rossing constructed under this subchapter

ing signand an advance caution “Stop Ahead” sign meeting the (c) A snowmobile aganization may contact department
requirement®f s. NR 50.09 (4) (c) 3. b. shall be placed in a-manmegionaloffices for prescribed application forms and instructions.
nerto enable a snowmobile operator to come to a safe stop atAleapplication submitted under this section shall include ade

crossbuckand SOP sign. quatedescriptions and drawings showing the proposed location of
the snowmobile rail crossing, thproposed design of the rail
crossing.a list of materials needed to construct the portion of the
crossingfor which the snowmobile ganization is responsible
andthe location of snowmobile trails that connect with the snow
mobile crossing. The completed applicationm with necessary
attachmentsand the $150 application fee authorized under s.
350.138(5) (a), Stats., shallbe submittedto the appropriate
departmentegionaloffice. Upon receipt, the department shall
Minimum 12" senda copy of the applicatioto the agent of the applicable rail
. authority designated under s. 350.138 (2m), Stats. The depart
Diameter mentmay rejecian application within 15 days after it is submitted
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47 DEPARTMENT OF NATURAL RESOURCES NR 6.46

if the application isncomplete or is not sfi€iently detailed to of the trail grooming machinery after the machinery is clear of this
determinewhether to approve or deny the application. areaof the crossing
Note: Copies of permit application forms and instructions are available from (6) Gatesor barriers shalbe constructed, erected and main
RegionalDepartment of Natural Resourcedi€¥s located at: . . o ! .
tainedby the snowmobile ganization to prevent vehicular use of

West Central Region Southeast Region the crossing during non—-snow seasons and shall be maintained in

1300 W Clairemont Aenue 2300 N. Martin Luther King ~ Working order Barrier markers specified under s. NR 50.09 (4)

Eau Claire WI 54702 JDr. (c) 3. b. shall be #iked to the gates or barrier and maintained in
Milwaukee WI 53212 a legible manner

History: Cr. RegisterMay, 1995, No. 473, &f6-1-95;CR 02-044: rand recr.
RegisterNovember 2002 No. 563, eff. 12-1-02

South Central Region Northern Region
3911 Fish Hatchery Road 810 W Maple Street NR 6.45 Liability insurance for new and established
Fitchbug WI 5371 Spooner WI 54801 rail crossings. (1) A snowmobile oganization shall maintain

. . in effect liability insurance to indemnify the applicabiail
Northeast Region Northern Region authority for damages resulting from the design, construction,
1125 N. Military Avenue 107 Sutlif Avenue maintenanceexistence or usef an established snowmobile rail
Green Bay WI 54307 Rhinelander WI 54501 crossingor asnowmobile rail crossing for which a permit has been

History: Cr. RegisterMay, 1995, No. 473, &f6-1-95;,CR 02-044: enum. (1)  issuedby the department.
to be (2)and am. (2) (b) and (e),.r(2), (3) and (7) (d), cr(1) and (3), r and recr. . . . . T
(4),(55 o 10 (a)(, z)ir(n.)(7) (c() )Re(gi_l,tér)Nove&t))ér)zoo(z Ao 5é3), eff. 12-1-02  (2) Thesnowmobile aganization needot maintain liability
insuranceo indemnify the rail authority fanjuries sustained by

NR 6.44 Maintenance standards for new rail cross - a person engaged in a recreational activity if the rail authority
ings. A snowmobile rail crossing permitted under this -subwould be immune from liability for those injuries under s. 895.52,
chaptershall be maintained in the following manner: Stats.

(1) A snowmobile aganization may not perform any mainte  (3) The snowmobile aganization shaltlesignate the applica
nancework on the portion of the snowmobile rail crossing foble rail authority as a named insured on the insurance poficy
which the rail authority has responsibility with the exception dfability insurance that is required for the purposédemnifying
the snow removal work required under s. BR4 (5). The main arail authority that is a rail transit body shall also indemnify the
tenanceof that portion of the snowmobile raitossing for which ownersand operators of any railroad using the tracks of the rail
the rail authority has responsibility shall be performed by the raihnsitbody

authority. _ o o (4) Regardless of the number of establisbegermitted rail
(2) The snowmobile oganization shall maintain adequatecrossingshat asnowmobile ayanization maintains, the amount
drainagealong the snowmobile trail approaching the rail crossing the liability insurance that is requiréalbe maintained shall be
andalong the portion of thenowmobile rail crossing for which atleast $2,000,000 for each snowmobilgamization.
the snowmobile aganization has responsibilityoth in thesnow (5) A snowmobile aganization shall furnish an insurance-cer
mobile and non-snowmobile season, to prewset pooling of isication form with an attached proof of insurance to the depart
wateror saturation of the track subgrade. . mentand the applicableail authority annually commencing on
(3) Thesnowmobile aganization shall maintain the portion ofpecemberl, 2001 and by December 1 of each following year
the snowmobile rail crossing for whichliias responsibility that  Note: Copies of the insurance certification form are available at the Regional
becomeswvorn or damaged as a result of use and shall repair fPrpartmentf Natural Resources @fes.
wear or damage as soon as practical using the materials and fdlistory: CR 02-044: cr. Register November 2002 No. 563, eff. 12-1-02
lowing the installation requirements contained in the permit and . . .
this subchapter - NR6.46 Variances. The department may approve in writ
(4) The snowmobile aganization shall be responsible foring variances f][om nonsta{)u_ltory r_equ_lremﬁnts gf thIS subchapter
maintainingin a legible condition all signs at the crossing incluo‘éponre‘.‘:‘uef]t 0 ﬁsnowmo ! eganlzatlor_l\/\lltenft e department
ing crossbucks, crossing placards and snowmobi@Rs3igns, etermined at?l e(;/arlances are esserlljt_lla oat necesiz_;\ry per
andall signs priotto the crossing including advance caution raif™t actions or the departmeisnowmobile program objectives,
roadcrossing signs. andwhere special circumstances make variancéeiest inter
- ; stsof public safety and the snowmobile program. Before grant
(5) During the winter season, no snow may be compacted

. . - . : a variance, the department shall take into account festiohs
snowmobiletrail grooming machinery on the portiofithe snow 554464 cause and circumstances beyond the cafttiob snow
mobilerail crossing for whiclthe rail authority has responsibility

. . ; ; ; mobile organization.
Any snow deposited on this portion of the rail crossing by the,jiory: cr. RegisterMay, 1995, No. 473, €f6-1-95:CR 02-044: enum.
groomingmachinery shall be removed manudllythe operator from s. NR 6.45 Register November 2002 No. 563, eff. 12-1-02.
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